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PowerPak Plug and Play

Technical Specifications

DC Voltage 24VDC

Rated Current 8.33A

Current Range 0~8.33A

Rated Power 200W

Ripple&Noise(max) 150mV

Voltage Tolerance +/-0.5V

Setup Rise Time 80ms/110VAC, 220VAC

Hold Up Time(Typ.) 60ms/110VAC, 220VAC

Output Connector Female Pro Cable Trunk connector

Output

Input

Short Circuit
Protection Type: recovers automatically after 

condition is removed

Overload overload protected@145-160% above peak reating

Over temperature
Protection Type: Shut down o/p voltage,re-power on 

to removed 

Protection

Working Temperature -30~+55?  (Refer to output load 

Working Environment Meant for Indoor Installation

Storage Temperature, Humidity -40~+80? ,10~99%RH

Environment

Gantom Lighting & Controls, 25060 Avenue Stanford, Suite 115, Valencia, CA 91355 - 661-347-0779 - sales@gantom.com

Voltage Range 90~265VAC

Frequency Range 50~60Hz

Power Factor(Typ.) >0.95@110VAC ; >0.98@220VAC

Efficiency(Typ.) >91%

AC Current(Typ.) 2.10A@110VAC; 1.01A@220VAC

Inrush Curent(Typ.) COLD START 50A/110VAC, 220VAC

Power Input Connector Edison Plug

DMX Input Connector XLR5 Male Connector

Power Supply Warranty 2 years

Warranty

Safety Standards CE ETL Mark(EMC,LVD)

Withstand Voltage I/P-O/P:3.0KVAC IP-GND:3.0KVAC

EMC Test Standards

EN55015:2006;
EN61547:1995+2000;
EN61000 -3-2:2006; 

EN61000-3-3:1995+A2:2005; 
EN61346-1:2001;

EN61347-2-13:2006

Safety&EMC

24VDC Power Supply with DMX input

Dimensions 245x70x48mm (L x W x H)

Weight 1.7Kg (3.75lb)

Material Metal Housing

Physical
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