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Technical Specifications

Warm White 3000K, 90+CRI

Cool White 6000K

LED Color Temperature

Field Angle Range
Standard Lens: 25°-38°

Wide Lens: 42°-60°

Gobo Projection Yes

Gobo Size
Gantom (19mm with 15mm 
max pattern size or 10mm 

max text size) 

Front Accessory Holder

Accepts up to 2mm thick 
dichroic glass with 30mm 

diameter. Additional 
attachment accessories 

available.

Optical Features

Voltage Range 12VDC ONLY

Max Wattage 9W

Cable Length (back of fixture 
to tip of adapter)

245 mm minimum

Track Adapter
EUTRAC low voltage data 

track adapter

Dimming Compatibility
 most 12VDC dimmers for 

LED tape

Connector

Bare Wires for 12VDC+ (red) 
and GND (blue)

DC screw terminal adapter 
included

Electrical

Materials Machined aluminum

Color Options Matte black, satin silver

IP Rating IP40

Weight 390 grams (13.8 oz)

Physical

Juni?
Micro Framing Projector

Ambient Operating Temperature 0-50° C

Cooling Method passive

BTUs / Hour 30 max

Thermal

Fixture 2 years

Warranty

USA / Canada UL

Europe CE, RoHS

Certifications

Optical

Gantom Juni Configuration Beam Angle 1m Illuminance 2m Illuminance 3m Illuminance

Cool White - Standard Lens - Narrow Beam 25° 1620 lx (151 fc) 405 lx (38 fc) 180 lx (17 fc)

Cool White - Standard Lens - Wide Beam 38° 801 lx (75 fc) 200 lx (19 fc) 89 lx (9 fc)

Cool White - Wide Lens - Narrow Beam 42° 621 lx (58 fc) 155 lx (15 fc) 69 lx (7 fc)

Cool White - Wide Lens - Wide Beam 60° 423 lx (40 fc) 106 lx (10 fc) 47 lx (5 fc)

Warm White -  Standard Lens - Narrow Beam 25° 1152 lx (108 fc) 288 lx (27 fc) 128 lx (12 fc)

Warm White  -  Standard Lens - Wide Beam 38° 549 lx (52 fc) 137 lx (13 qfc) 61 lx (6 fc)

Warm White -  Wide Lens - Narrow Beam 42° 351 lx (33 fc) 88 lx (9 fc) 39 lx (4 fc)

Warm White  -  Wide Lens - Wide Beam 60° 261 lx (25 fc) 65 lx (7 fc) 29 lx (3 fc)

Part# Accessory Description

FA38 Gantom DMX V2 Accessory Pack - includes angled cowling, straight snoot, and hexcell louver accessories

PM80 Gantom Recessed Canopy Mount - Black Finish

Available Accessories

Gantom Lighting & Controls, 25060 Avenue Stanford, Suite 115, Valencia, CA 91355 - 661-347-0779 - sales@gantom.com



With PM80 Mounting Accessory Installed on Track AdapterDisassembled View

With Snoot Accessory InstalledWith Angled Cowling Accessory Installed

Juni
Micro Framing Projector

Product Photos

Physical Measurements
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