
SPH™ 575W & 750W
FOR ENTERTAINMENT LIGHTING

●  575 watt lamp provides 16,500 lumens without increasing lamp wattage.

● 750 watt lamp provides 21,000 lumens without increasing lamp wattage.

●  Filament profi le increases beam uniformity for a smoother fi eld.

●  Universal G9.5 base fi ts a variety of PAR and Ellipsoidal fi xtures.

●  750 watt lamp used in PAR fi xtures reduces energy usage when compared to 1000 watt encapsulated PAR64 lamps.

● Stage

●  Film

●  Concert

●  Theatre

TUNGSTEN HALOGEN LAMPS FOR PAR 
AND ELLIPSOIDAL SPOTLIGHTS

A new patent pending filament design for the SPH Superior 
Performance Halogen lamp allows for superior field uniformity and 
increased lumen performance for multiple brands of PAR fixtures 
and ellipsoidal spotlights.  

The newly engineered filament geometry works with modern 
reflector technology to produce up to a 20% increase if fixture 
lumens over the GLC lamp.  The universal G9.5 base will fit any 
socket that accepts the GLC, FLK, or FEL lamps.

3000K – 4200K

FOR ENTERTAINMENT LIGHTING

3000K – 4200K

SPH™ HALOGEN

FEATURES & BENEFITS 
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APPLICATIONS

Form No. S-SPH/R-0609

Actual results will depend upon fi xture brand and beam angle because of variances in the refl ector design and optics.



SPH™ 575W & 750W
G9.5 Base

Form No. S-SPH/R-0609:  The specifi cations on this sheet supercede all previously published specifi cations 
and may be subject to change for design and specifi cation improvement without prior notice. © 2009 USHIO America, Inc. All rights reserved.

DIA.
ø19 mm

OAL
104 mm

LCL
60.3 + 2mm

  Ushio Ushio   Color Initial Average
 Watts Ordering Lamp Description Volts Filament Temp Lumens Life
 (W) Code  (V) Type (K) (lm) (h)
   
 575 1003584 SPH115V-575W JCD115V-575WCM 115 CC-6 3250 16500 300
 575 1003585 SPH115V-575W JCD115V-575WBM 115 CC-6 3050 14000 800
 750   SPH120-750W JCD120V-750WCM 120 CC-6 3250 21000 300
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